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Abstract

A fiber optic conveyor has been developed for investigating the travel-time difference between two counter-propaga
beams in uniformly moving fiber. Our finding is that there is a travel-time difference�t = 2v�l/c2 in a fiber segment of lengt
�l moving with the source and detector at a speedv, whether the segment is moving uniformly or circularly.
 2003 Elsevier Science B.V. All rights reserved.
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1. Introduction

The Sagnac effect [1] shows that two light beam
sent clockwise and counterclockwise around a clo
path on a rotating disk, take different time interv
to travel the path. The time difference between th
is given generally by�t = 4AΩ/c2, whereA is the
area enclosed by the path,Ω is the angular velocity
of the rotation [2]. For a circular path of radiusR,
the difference can also be represented as�t = 2vl/c2,
where v = ΩR is the speed of the circular motio
and l = 2πR is the circumference of the circle. Th
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Sagnac effect is a first order effect inv/c and it has
been found in many systems ranging in size fr
the around-the-world Sagnac experiment [3] to sm
fiber optic gyroscopes (FOGs) [4]. In a FOG, wh
a single mode fiber is wound to a coil withN turns,
the Sagnac effect is enhanced to�t = 4AΩN/c2 or
�t = 2vL/c2, whereL is the fiber length. The trave
time difference in the FOG can also be expressed
the phase shift,�φ = 2π�tc/λ, whereλ is the free
space wavelength of light.

The existence and importance of the Sagnac ef
have been well acknowledged, although a dozen
terpretations can be found [5]. A rotating frame
reference is usually used in explanations, but Sag
himself interpreted the effect without the use of re
tivity [1], while general relativity is used by others [6
hts reserved.
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We designed a modified Sagnac experiment to ex
ine whether the travel-time difference only appears
rotational motion, or if it also appears in uniform m
tion. Our experiment is important because it sho
that the time-difference effect also occurs for unifo
motion.

2. Method

Conceptually, a FOG, shown in Fig. 1(a), could
divided into two semicircular sections with extend
fiber connecting the end sections as shown in Fig. 1
The fiber moves when the wheels at the two e
rotate. We call this new device a fiber optic conve
(FOC). The travel-time difference due to unifor
motion was investigated by using different lengths
the straight-fiber segments with the same semicirc
end sections. As a matter of fact, in a FOC, the trav
time difference between two beams through the loo
a summation of all the travel-time differences betwe
two beams in each segment of the loop. Theref
the comparison of the two travel-time differences
the two FOCs, that have the same semicircular
sections but different lengths for the straight-fib
segments as shown in Fig. 1(c), will reveal whet
or not the travel-time difference exists in uniform
moving segments of the fiber. As in the case
the FOG, the FOC carries multiple turns of fiber
increase the travel-time difference.

If the travel-time difference appears in uniform m
tion, it should be independent of the enclosed area
is a determining factor in the Sagnac effect caused

Fig. 1. (a) A FOG including a source and detector rotating w
the fiber, is transformed into (b) a FOC in a regular configurat
(c) Regular configuration with different lengths for straight-fib
segments, (d) zero-area configuration and (e) figure-8 configura
rotational motion. Therefore, we designed two ad
tional conveyor configurations: zero-area (Fig. 1(
and figure-8 (Fig. 1(e)). In the zero-area configurati
the enclosed area of the main part of the conveyo
almost zero except the two ends of the conveyor.
two counter-moving linear segments of the fiber
like two shoulder-brushing trains on parallel trac
In the figure-8 configuration, from the point of vie
of rotation, the two enclosed areas have opposite
rections so the effective enclosed area of the loo
approximately zero. This means if we conduct
Sagnac experiment by putting the figure-8 confi
ration on a rotating disk, the phase shifts of the t
counter-wound portions cancel each other.

Our experiments differ from the Fizeau type e
periment [7] in which the medium, water or glass,
moving, but the light source and detector are stati
ary. In our FOC experiment, as in the Sagnac t
experiments, the light source and the detector are
moving with the medium.

3. Experiment

The experiment was conducted using a FOC
was constructed by a FOG [8] which was modifi
by adding an extra 50 m of single mode fiber
the original fiber loop (Fig. 2). The extra fiber w
wrapped onto a polyester ribbon that went around
wheels with diameters of 30 cm to form our FO
This fiber loop was moved by one wheel dragged
a 1.5-m long mechanical conveyor. For the zero-a
configuration, additional wheels pushed inward on
loop so the middle portion of the FOC enclosed v

Fig. 2. Experimental setup. The mechanical conveyor is use
move the fiber optic loop and carry the light source and dete
in the FOG at the same speed.
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little area. For the figure-8 configuration the ribb
was twisted between the two ends. The FOG trave
with the mechanical conveyor and its uniform moti
did not cause any phase shift because the FOG is
sensitive to the rotational movement. The light sou
for the FOG was a 1310-nm superluminescent LE
The FOG with the extended fiber was calibrated a
its output rate is 1162.6 mV per radian of detec
phase shift. The phase shift of the FOG is linea
proportional to vL at a constant rate of 0.0320
radians per m2/s.

The experiment was repeated with 24 differe
arrangements of conveyor speeds, fiber lengths,
the three different FOC configurations shown in Fig
The conveyor speeds were between 3 and 9 cm/s. The
loops had perimeters of 2.5, 4.0, 8.0, and 16.0 m
each case there were three turns of the fiber wo
on the loop. The remainder of the 50 m of fiber w
wound on a coil of 9 cm in diameter which moved u
formly with the FOG so as not to produce any pha
shift. When the conveyor ran at various stable spe
500 to 1 500 samples were recorded for each meas
ment. Measurements were repeated about eight t
for each of the 24 arrangements of the FOC. Me
and standard deviations of phase shifts were ca
lated for each measurement, and these were aver
for each of the 24 arrangements. Those means o
phase shifts are shown in Fig. 3 and are linearly p

Fig. 3. FOC phase shifts versus products of fiber speeds and len
Symbol + is for the zero-area configuration,× for the figure-8
configuration, and◦ for the regular configuration. The straight lin
was found by a least square linear regression of all measureme
-

d

.

portional to the speed of moving fiber in the laborato
and fiber length. Least-square linear regression
ues of the FOC output rates are 0.03200± 0.00528,
0.03300± 0.00274, and 0.03171± 0.00282 radians
per m2/s for zero-area, figure-8, and regular confi
urations, respectively, and 0.03229± 0.00365 radians
per m2/s for the data as a whole; these are all in agr
ment with the FOG output rate due to pure rotati
�φ = 4πvL/cλ = 0.03200vL.

4. Discussion

As shown in Fig. 3, the phase shift or the trav
time difference between two counter-propagating li
beams in the moving optic fiber was clearly obser
in all different configurations of FOCs. The phase s
�φ, and therefore, the travel-time difference�t are
proportional to both the total length and the spe
of the moving fiber whether the motion is circul
or uniform. Other tests using smaller end wheels
the FOC and fiber loops with additional curves a
confirmed the same finding. To test the linearity
the phase shift tov and L independently, the phas
shifts were normalized by the speeds and were fo
to be linearly proportional to the moving fiber leng
in Fig. 4.

It is interesting to notice that when the straight-fib
segment is made shorter and shorter, a FOC with

Fig. 4. Speed-normalized phase shifts versus fiber lengths.
symbols used are the same as in Fig. 3. The straight line was f
by a least square linear regression of all data.
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regular configuration reduces to a FOG, and a F
with the figure-8 configuration reduces to two count
wound, counter-rotating FOGs, of which the pha
shifts augment each other. While the phase shif
the Sagnac effect is often expressed using the encl
area as a factor, our results indicate that the length
speed of the moving fiber are the fundamental fact
rather than the enclosed area.

Finally, we found the phase shift due to unifor
motion of a fiber segment was linearly proportion
to its length, by subtracting the�φ of the shortes
loop from each�φ of longer loops for a given
speed. We conclude that a segment of uniform
moving fiber with a speed ofv and a length of
�l contributes�φ = 4πv�l/cλ or �t = 2v�l/c2,
like a segment of circularly moving fiber does. Th
travel-time difference observed in our experimen
another first order effect inv/c, like the Sagnac
effect.

The travel-time difference�t = 2v�l/c2 in our
experiment is independent of the refractive indexn,
as in the Sagnac type experiment. It implies that
same should occur in vacuum (refractive indexn = 1),
which could be tested by using a FOC with a hollo
core single-mode fiber in which light is guided
vacuum or in air [9]. The analysis of the implication
travel-time difference in a uniformly moving vacuu
light-guide to the propagation of light in vacuum w
be very interesting.
5. Conclusion

The travel-time difference of two counter-propag
ing light beams in moving fiber is proportional to bo
the total length and the speed of the fiber, regard
of whether the motion is circular or uniform. In
segment of uniformly moving fiber with a speed
v and a length of�l, the travel-time difference i
2v�l/c2.
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